
IP65 CCT Multi-Watt LED Ceiling Light
Code Description

S2DMW MULTI-WATT LED CCT IP65 CEILING LIGHT WHITE

S2DMW-SENS MULTI-WATT LED CCT MICRO SENSOR CEILING LIGHT

S2DMW-EM MULTI-WATT LED CCT MICRO EMERGENCY CEILING LIGHT

S2DMW-EM-SENS MULTI-WATT LED CCT MICRO SENSOR EMERGENCY CEILING LIGHT

FEATURES
• Multi Watt: 9w, 14w, 18w

• Lumens: 1080Lm, 1680Lm, 2160Lm 

• 120Lm/W

• CCT: 3000k, 4000k, 6500k 

• 5 Yr. Guarantee 

• Beam Angle: 120˚ 

• IP Rating IP65

• 25000 Switching Cycle

• Life Time: 50,000 Hrs.

• Input Voltage: 240V   

• Corridor Function on Sensor models

• Hinged LED plate for easy installation

• Interlocking, twist off base

Solas Geal Distribution Ltd, Unit 7 & 8 Ashbourne Business Centre, Ballybin Road, Ashbourne, Co. Meath, A84 YP58, Ireland.
SGD Solas Geal UK Ltd, Unit 32 Junction One  Business Park, Valley Road, Birkenhead, Wirral, Merseyside, UK, CH41 7ED. 

Tel: +353 1 8357447. UK Ph: 0330 551 7000. Fax: 00353 1 8357448. Email: info@sgd.ie. Website: www.sgd.ie
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• Conduit entry on base

• Lumens in Emergency Mode: 140Lm

• Emergency Battery: LIFEP04-6.4V 1000mAh

• Battery Warranty: 5 Years

• Battery Charge Time: 24 Hours

• Battery Duration: 3 Hours 

• Operating Temperature: 0°C-+50°C

• Maximum Operating Humidity: 90%
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Hinged LED plate for easy installation

Not for general waste. Please contact your local authority on how to dispose correctly.

Installation & Maintenance instructions for S16WLED 16W.

Important Information
If you do not feel fully confident when dealing with electrical procedures, seek the advice of a qualified electrician.
This product must be installed in accordance with the current building and IEE wiring regulations.

Switch off the mains before commencing installation. These products are designed for connection to a 240V 50Hz
supply. Any broken or damaged parts should be replaced as soon as possible. We will not accept responsibility for any
claims arising from a poor installation. This product is suitable for outdoor use IP65.

Please note emergency packs/batteries carry a 12 month warranty.
LEDs are an inductive lead and may have higher inrush currents, it may be necessary to update your MCBs to
compensate.

Specification

Power Supply 240V 50Hz
Operating Temperature 0°C - +30°C
IP Rating IP65
Kelvin 4000K
Lumens 1100lm
CRI Ra80
Wattage 16W
Life Expectancy 25,000 hrs

Installation:
● Isolate supply voltage before working with electrics.
● Remove trim and diffuser by turning anti-clockwise.
● Loosen but do not remove the three LED gear tray supporting screws, rotate the tray and allow it to hang on the

support strap.
● Pass supply wires through grommet into the base section, taking care to ensure they are not trapped between the

fitting and mounting surface.
● Fix base section to the wall or ceiling. Use adequate fixings with regard to type of surface being fixed to.

FIG 1 - Wiring instructions for non-emergency units.
● Connect incoming neutral cable (blue wire) to the neutral terminal on connector block.
● Connect incoming live cable (brown wire) to the live terminal on the connector block.

● Connect incoming neutral cable (blue wire) to the neutral terminal on connector block.
● Connect incoming live cable (brown wire) to the switch live terminal on the connector block.
● Connect incoming permanent live cable (black wire) to the permanent terminal on the connector block.
● Charge for 24 hours.
● You must complete a FULL discharge and then a further 24 hour recharge prior to testing & full operation.

Microwave Technical Specification
Sensitivity 10% / 50% / 75% / 100%
Hold-time 5s / 90s / 5min / 15min
Daylight sensor 2lux / 10lux / 50lux / disable
Microwave Frequency 5.8 GHz +/- 75 MHz
Detection Range 10m x 6m
Detection angle 30°C ~ 60°C
Working Temperature -20°C ~ 60°C
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Specification

IP65 CCT Multi-Watt LED Ceiling Light
Code Description Price

S2DMW MULTI-WATT LED CCT IP65 CEILING LIGHT WHITE €14.00

S2DMW-SENS MULTI-WATT LED CCT MICRO SENSOR CEILING LIGHT €20.00

S2DMW-EM MULTI-WATT LED CCT MICRO EMERGENCY CEILING LIGHT €29.00

S2DMW-EM-SENS MULTI-WATT LED CCT MICRO SENSOR EMERGENCY CEILING LIGHT €33.00

FEATURES
• Multi Watt: 9w, 14w, 18w

• Lumens: 1080Lm, 1680Lm, 2160Lm

• 120Lm/W

• CCT: 3000k, 4000k, 6500k

• 5 Yr. Guarantee

• Beam Angle: 120˚

• IP Rating IP65

• Lamp Life: 50,000 Hrs.

• Input Voltage: 240V

• Corridor Function on Sensor models

• Hinged LED plate for easy installation

Solas Geal Distribution Ltd, Unit 7 & 8 Ashbourne Business Centre, Ballybin Road, Ashbourne, Co. Meath, A84 YP58, Ireland.
SGD Solas Geal UK Ltd, Unit 32 Junction One  Business Park, Valley Road, Birkenhead, Wirral, Merseyside, UK, CH41 7ED. 
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Multi Watt Switch

CCT Switch

Flicker Free

• Interlocking, twist off base

• Conduit entry on base

• Lumens in Emergency Mode: 140Lm

• Emergency Battery: LIFEP04-6.4V 1000mAh

• Battery Warranty: 5 Years

• Battery Charge Time: 24 Hours

• Battery Duration: 3 Hours

• Operating Temperature: 0°C-+50°C

• Maximum Operating Humidity: 90%
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Notforgeneralwaste.Pleasecontactyourlocalauthorityonhowtodisposecorrectly.

Installation&MaintenanceinstructionsforS16WLED16W.

ImportantInformation
Ifyoudonotfeelfullyconfidentwhendealingwithelectricalprocedures,seektheadviceofaqualifiedelectrician.
ThisproductmustbeinstalledinaccordancewiththecurrentbuildingandIEEwiringregulations.

Switchoffthemainsbeforecommencinginstallation.Theseproductsaredesignedforconnectiontoa240V50Hz
supply.Anybrokenordamagedpartsshouldbereplacedassoonaspossible.Wewillnotacceptresponsibilityforany
claimsarisingfromapoorinstallation.ThisproductissuitableforoutdooruseIP65.

Pleasenoteemergencypacks/batteriescarrya12monthwarranty.
LEDsareaninductiveleadandmayhavehigherinrushcurrents,itmaybenecessarytoupdateyourMCBsto
compensate.

Specification

PowerSupply240V50Hz
OperatingTemperature0°C-+30°C
IPRatingIP65
Kelvin4000K
Lumens1100lm
CRIRa80
Wattage16W
LifeExpectancy25,000hrs

Installation:
●Isolatesupplyvoltagebeforeworkingwithelectrics.
●Removetrimanddiffuserbyturninganti-clockwise.
●LoosenbutdonotremovethethreeLEDgeartraysupportingscrews,rotatethetrayandallowittohangonthe

supportstrap.
●Passsupplywiresthroughgrommetintothebasesection,takingcaretoensuretheyarenottrappedbetweenthe

fittingandmountingsurface.
●Fixbasesectiontothewallorceiling.Useadequatefixingswithregardtotypeofsurfacebeingfixedto.

FIG1-Wiringinstructionsfornon-emergencyunits.
●Connectincomingneutralcable(bluewire)totheneutralterminalonconnectorblock.
●Connectincominglivecable(brownwire)totheliveterminalontheconnectorblock.

●Connectincomingneutralcable(bluewire)totheneutralterminalonconnectorblock.
●Connectincominglivecable(brownwire)totheswitchliveterminalontheconnectorblock.
●Connectincomingpermanentlivecable(blackwire)tothepermanentterminalontheconnector block.
●Chargefor24hours.
●YoumustcompleteaFULLdischargeandthenafurther24hourrechargepriortotesting&fulloperation.

MicrowaveTechnicalSpecification
Sensitivity10%/50%/75%/100%
Hold-time5s/90s/5min/15min
Daylightsensor2lux/10lux/50lux/disable
MicrowaveFrequency5.8GHz+/-75MHz
DetectionRange10mx6m
Detectionangle30°C~60°C
WorkingTemperature-20°C~60°C

MicrowaveSettings
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Hinged LED plate for easy installation

Conduit entry on base & 
matching knockout on 
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Corridor Function


