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SCAND LED

• Power: 4.9w

• Lumen: 470Lm

• 3 Yr. Guarantee

• Beam Angle: 270˚

• Lamp Life: 30,000 Hrs.

• Input Voltage: 230V AC

• Base Type: C30 Lamp B22/

E27/E14/B15D

• Available In Cool /

Warm White

Code: Description:

SCAND LED B22-WW/CW LED 4.9w Candle, B22, 470Lm, 2700k/6500k

SCAND LED B15D-WW/CW LED 4.9w Candle, B15D, 470Lm, 2700k/6500k

SCAND LED E27-WW/CW LED 4.9w Candle, E27, 470Lm, 2700k/6500k

SCAND LED E14-WW/CW LED 4.9w Candle, E14, 470Lm, 2700k/6500k

SD CAN B22-WW/CW LED 5w B22 Dimmable Clear Candle, 400Lm

SD CAN B15D-WW/CW LED 5w B22 Dimmable Clear Candle, 400Lm

SD CAN E27-WW/CW LED 5w B22 Dimmable Clear Candle, 400Lm

SD CAN E14-WW/CW LED 5w B22 Dimmable Clear Candle, 400Lm

SD CAN

• Power: 5w

• Lumen: 400Lm

• 3 Yr. Guarantee

• Beam Angle: 270˚

• Lamp Life: 30,000 Hrs.

• Input Voltage: 230V AC

• Base Type: C30 Lamp B22/

E27/E14/B15D

• Available In Cool /

Warm White
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