
Code Description

SPAN-ST-4K 600 x 600mm non-UGR<19 panel 100LM/W Backlit 4000K

SPAN-ST-CCT 600 x 600mm non-UGR<19 panel 100LM/W Backlit CCT

SPAN SURF FRAME Surface Mounted Frame

SPAN EM 4W Emergency Pack with 3hr Battery Backup
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IP40

Lm

36w
3600

Solas Geal Distribution Ltd, Unit 7 & 8 Ashbourne Business Centre, Ballybin Road, Ashbourne, Co. Meath, A84 YP58, Ireland.
SGD Solas Geal UK Ltd, Unit 32 Junction One  Business Park, Valley Road, Birkenhead, Wirral, Merseyside, UK, CH41 7ED. 

Tel: +353 1 8357447. UK Ph: 0330 551 7000. Fax: 00353 1 8357448. Email: info@sgd.ie. Website: www.sgd.ie
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DESCRIPTION:
• Power: 36W
• Lamp Life 30,000 Hrs
• Input Voltage: 200-240V AC
• Colour Temp 4000K / CCT: 3000K, 4000K, 5700K
• Lumen: 3600Lm
• 5 year warranty

600 x 600mm Backlit Panel 
600 x 600mm Backlit Panel CCT

Applica on
Hotel Commercial Purpose

School

Hospital

Dimensions

Long Lifespan:5 Years Warranty
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High Strength Aluminum Alloy Frame,more Stronger

Gleamia Back-Lit Panel

*Specifications using 5700K and subject to change. All parameters +/- 10%.
*The total lumen for UGR producs will be lower 8% than normal products.

*Available 3W on a per project basis0.

Photoe lectric

GLM-BPL6060A-36W

GLM-BPL6262A-36W

Power InputMo el Number:

36W

36W

GLM-BPL12030A-36W 36W

GLM-BPL12060A-54W 54W

200-240V

200-240V

200-240V

200-240V
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